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Application 適用車型

Components 內含配件 

TOYOTA SUPRA A90/DB/J29

Caution 注意事項

Instructions 安裝說明 

1. Raise and safely support the vehicle.

    將車輛升起。

2. Remove front lower caster arms from vehicle.

    將前下前端的後傾角連桿卸下車輛。

3. Mark the vertical and horizontal axis of OE caster arm 

    bushings on the housings. 

    於後傾角連桿上標註鐵套安裝的水平及垂直方向。

4. Remove the OE caster arm bushings using a hydralic press.

    使用液壓設備，將原廠後傾角連桿鐵套退出。

5. Clean and remove any derbits and nicks of the housing inner wall.

    將後傾角連桿鐵套外殼內壁的刮痕及碎削清除乾淨。

6. Install the offset bushings using a hydralic press.

    使用液壓設備安裝偏心鐵套。

7. Install supplied circlips to the bottom side 

    of bushings.

    將附件中的C形扣環安裝至偏心鐵套底部。

8. Reinstall the caster arms to vehicle.

    將後傾角連桿裝回車輛。

9. Please have the vehicle professionally aligned after installation.

    完成後請接受定位校正。

① Offset pillow ball bushing 偏心魚眼鐵套….2pcs
② Circlip C形扣環…………………...……………………2pcs

•Installation is recommended to be performed by licensed mechanics with necessary tools
  to ensure safety. Incorrect installation may cause injury, damage to the product or vehicle.
  安裝建議由合格的技師及工具執行以確保安全，安裝錯誤可能對人員、產品及車輛造成傷害。
•Note the routing of wires and cables before installation, or please refer to factory manual.
  安裝前請事先記下線路的安裝路徑及位置以維持原廠配置，有疑問時請參考原廠手冊。
•Tighten bolts and nuts frimly by using handtools, and with specified torque if mentioned. 
  安裝過程請使用手動工具確實鎖緊螺帽及螺絲，如有特別註明請依照說明指示的扭力上鎖。

*Align the IN / OUT / AXIS marks on the offset bushings with the marks made on the housings previously.
*請將偏心鐵套上的 IN / OUT / AXIS 記號對準先前於連桿上標記的位置安裝。

Setting A → For More Caster
A設定 → 增加後傾角

Setting B → For Less Caster
B設定 → 減少後傾角


